South Beach Boat Wash Down Lane
Scope/Specifications
Provide all labor, material, tools, lift equipment, incidentals necessary to complete all work implied by the attached scope of work you are quoting.  Any deviations taken by bidder to the terms, conditions, plans, specifications, codes, etc of this RFQ shall be clearly stated and included as an attachment to the Bid Form.
Within the outlined area in exhibit “A”, grind worn asphalt out, repair potholes, and apply a minimum of 4” of asphalt to ODOT standard specifications. Asphalt concrete shall be Light Duty Class “C” mix conforming to Section 00745 of ODOT. Contractor is responsible for removal and disposal of debris.
Widen the right lane (outbound boat rinse lane) by 3’ from the edge of the existing asphalt, and replace the right lane of traffic with commercial grade concrete between 4” and 6” thick; mix to meet ODOT roadway standards (exhibit “B”) with a width no less than 10’. Construct a back curb to conform to ODOT standards (exhibit “C”). Concrete roadway width shall be no less than ten feet, and shall be 3’ past existing asphalt termination point.
Excluded from this work is relocation of utilities (rinse down water lines and installation of conduit) as a result of the lane widening. This work shall be completed by the Port. 

The general perimeter of the work area is 720 feet.
The general square feet of concrete will be 3500 feet. 
Road base to be a minimum of 4” and compacted to meet state road standards. 
Adjacent asphalt damaged area that abuts concrete is 1300 square feet adjoining seem shall be a neat, flush transition. 

